All Regional Engineers
Michael L. Hine
Special Provision for Flagger Vests

September 30, 2005

This special provision was developed by the Bureau of Operations to bring our
specifications for flagger vests into compliance with the American National
Standards Institute specification ANSI/ISEA 107-1999 for high visibility safety
apparel and should be inserted into all contracts.

The special provision has been revised to update the ANSI/ISEA requirements.
The districts should include the BDE Check Sheet marked with the applicable
special provisions for the January 20, 2006 and subsequent lettings. The
Project Development and Implementation Section will include a copy in the
contract.

This special provision will be available on the transfer directory September 30,
2005.
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FLAGGER VESTS (BDE)

Effective: April 1, 2003
| Revised: January 1, 2006

Revise the first sentence of Article 701.04(c)(1) of the Standard Specifications to read:

“The flagger shall be stationed to the satisfaction of the Engineer and be equipped with a
fluorescent orange, fluorescent yellow/green or a combination of fluorescent orange and
fluorescent yellow/green vest meeting the requirements of the American National
Standards Institute specification ANSI/ISEA 107-2004 for Conspicuity Class 2 garments
and approved flagger traffic control signs conforming to Standard 702001 and Article
702.05(e).”

Revise Article 701.04(c)(6) of the Standard Specifications to read:

“(6) Nighttime Flagging. Flaggers shall be illuminated by an overhead light source providing
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a minimum vertical illuminance of 108 lux (10 fc) measured 300 mm (1 ft) out from the
flagger’s chest. The bottom of any luminaire shall be a minimum of 3 m (10 ft) above the
pavement. Luminaire(s) shall be shielded to minimize glare to approaching traffic and
trespass light to adjoining properties.

The flagger vest shall be a fluorescent orange or fluorescent orange and fluorescent
yellow/green vest meeting the requirements of the American National Standards Institute
specification ANSI/ISEA 107-1999 for Conspicuity Class 3 garments.”



